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PROPOSED TOPSOIL PILE ”"N” PROPOSED TOPSOIL PILE ”0” PROPOSED TOPSOIL PILE "L”
AREA = 0.50 ac. HEIGHT = 12° — 15’

AREA = 0.33 ac. HEIGHT = 12’ - 15’

AREA = 0.24 ac. HEIGHT = 12 — 15’

/ PILE "G" IS ALSO IMPOUNDMENT FOR POND "G".

TOPSOIL
PILE ”G”
3,769 yds.
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TOPSOIL j T
PILE "M”

10,720 yds.

(& EXISTING PILE "A” TO BE

» » (P BLIC)
SUBSUMED WITHIN PILE "M".

PROPOSED TOPSOIL PILES "M” and "G”
TOPSOIL PILE "M” AREA = 0.88 ac.

HEIGHT = 12 - 15 TOPSOIL PILE "G" AREA = 0.55 ac.

NOTES:

1) SEE PLATE 1A FOR PILE LOCATIONS.
2) ALL MEASUREMENTS AND VOLUMES ARE APPROXIMATE.

3) ALL PILES WILL BE SURVEYED AND MAPPED AFTER CONSTRUCTION.
4) ALL PILES WILL BE REVEGETATED AFTER CONSTRUCTION.

5) TOPSOIL BERMS ASSOCIATED WITH PERIMETER DITCH "J” AND "K” ARE NOT SHOWN.

LEGEND:

EXISTING CONTOURS (2" INTERVAL)
- - PROPOSED CONTOUR

EXISTING TOPSOIL PILE PERIMETER

PROPOSED TOPSOIL PILE PERIMETER
MMM NEW BERM
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